	Continental Engineering Industries Pvt. Ltd. 

`PANNA’ 46/B/2, Swastik Society, Navarangpura, AHMEDABAD – 380009

Phone No. 26441498 / 26441580                           Fax No. (079) 26440947

Email – conti@icenet.co.in


	Party’s Name
	

	Office Address:  
	Factory Address:

	
	

	
	 

	
	

	
	

	Contact Persons 
	Managing Director
	 

	
	Manager:
	

	
	Technician
	

	
	Account person
	

	Type of Machines
	Tappet / Dobby
	

	
	Reed Space
	

	
	Year of Make
	

	
	Detail Specification


	

	
	
	

	Type of Heald Frame Used:

Grob/Eaglehalf/Scheming/Steel Heddle/Zibiro 

OR Local Make, if any
	

	
	

	
	

	Type of Heald Wire Used: 
	

	DUPLEX / SIMPLEX - `C’ OR `J’ type
	

	Eyelet Size – off Center OR in center, 
	

	Plating
	

	Type of Drop Pins Used:

Size of Droppers, 
	

	
	

	Open type OR D Closed type, 
	

	Plating
	

	Type of Accumulator Used:

ROJ  - AT-1200, ROJ AT-1000 & ROJ-Quartz

IRO  - 8007,9007,9107,9207, NOVA & LASER

TMT & TECHNOMATEX – 100 Watt, 200 Watt `VIRIEL’ & 300 Watt 

TMT OMEGA & FUTURA

	

	
	

	
	

	
	

	
	

	
	

	Weft Control Systems available: 

Leopfe/Eltex/ROJ
 * If not installed, we can offer Leopfe W.Control System


	

	
	

	
	

	
	

	
	

	
	

	
	P.T.O.

	
	

	Type of Let-Off Mechanism: 

Mechanical / Electrical 

Type of Electrical Let-Off 


	

	
	

	
	

	
	

	
	

	Type of Warp Stop Motion Used:

Pitch: 16mm / 18mm OR 26mm

* We can convert 16mm / 18mm Pitch to 26mm Pitch

    Converting certain Accessories at very attractive Price.
	

	
	

	
	

	
	

	
	

	Type of Dobby Used: 

KT/KR1/KR2/2232


	

	
	

	
	

	Type of Tappet Used: 

E6/E10/E14

** E6 can be converted to E10 by Providing extra

     Harnesses & Treadle Lever.
	

	
	

	
	

	
	

	Type of Center Tucking Unit used: 

BROAD / NARROW – Picking Point
	

	
	

	Complete with all available accessories


	

	
	

	Type of Leno Selvedge Cutters & Leno Used:

Magnetic / Metallic - `C’ Or `J’ type
	

	& Size of Doups & Size of Healds used 
	

	position of Eye – 5mm / 10mm OR center Eye
	

	TYPE OF WARPING MACHINE USED


	

	
	

	
	

	TYPE OF REED USED: 
*  Dent Material: STAINLESS STEEL / MILD STEEL
	

	*  Reed Height:
90mm to 110mm / 111mm to 125mm
	

	*  Baulks:Top 10  x 8mm & Bottom 18  x 8mm Alu.Channel 
	

	*  Dent Width: 3mm / 4mm
	

	*  Air Gape: 50% or 60% or 65% or 70%
	

	*  Single Binding / Double Binding
	

	TYPE OF FABRICS MADE:


	

	
	

	
	

	REMARKS, IF ANY:


	

	
	

	
	


Details Taken By ______________________



Date: _________________

Continental Engg. Ind. Pvt. Ltd.

